
Electric Articulating
Boom Lift E300AJP
Referencia: E300AJP

Description



Standard features

Automatic Traction Control (ATC)
Automatic inward closing swing gate
180-degree hydraulic platform rotator
110V AC receptacle on platform
Tilt light and alarm
Hour meter
Battery status indicator
Lift/lift-off lugs
Horn
Motion alarm
Eight 6-volt, 370 amp-hr. deep-cycle
batteries
Brushless AC motors
Load sensing
SkyGuard Skyline

Accessories and options

Self-closing door
SkySense™ (E450AJ only)
Harsh Environment Kit 1
UL® EE Rating 2
Flashing amber beacon
Operator's tool tray

1. Includes boom cleaners, cylinder sleeve and
control covers.
2. Not available on multi-feed models.
Additional accessories and options available via
JLG Aftermarket.



Technical sheet

Model E300AJP

Engine type Diesel Kubota 45 amp 6.7 hp 4.99 kW

Machine type Articulated platforms

Turning radius 1.52 m / 3.1 m

Weight 7123 kg

Load capacity 227 kg

Height Elevation 8,96 m

Horizontal transport range 6,12 m

Platform Height 8,96 m

Battery type 8 x 6V, 370 amp-hr (305 amp-hr for E300)

Motorisation Electric

Ordering 8,96


